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Supplemental Type ertificate
Ninder SE00252SE

This certificale, issued to Ly-Con Rebuilding Co.
8231 Doe Avenue
Visalia, CA 93291

cerlifies thal lhe o/wzye e lhe {ﬁrw aédf?/a /Zw e ﬂ%ww@z /J/ﬂ&«;f wilh the limitalions and condilions

m/ér g J/z&%//.?gaf Hereorn meeld e amvworifiness reguirements 0//@”{ 13 0/ = Civil Air £ sz,
@W " Prodset —%u ('&m/m Nznder E-274

Make. Lycoming ’ N

Model. 0-320-A2B, 0-320-A2D, O-320-E2A, O-320-E2B,

0-320-E2C, 0-320-E2D, O-320-E2G, O-320-E3D

Desergption of the Type Desigr Clange: Modification of the above model engines for a 160 horsepower
rating on 100/100 LL minimum grade fuel in accordance with Ly-Con Data List dated March 17, 1977,

or later FAA approved revision.

Limitations and Gonditions: Approval of this change in type design applies to the above model engines,
only. This approval should not be extended to other engines of these models on which other previously
approved modifications are incorporated unless it is determined that the relationship between this change
and any of those other previously approved modifications, including changes in type design, will
introduce no adverse effect upon the airworthiness of that engine. A copy of this Certificate and
Continuation Sheet dated November 27, 1995, must be maintained as part of the permanent records for
the modified engines.

NOTE: Only Wide Cylinder Flange (WCF) engines are eligible for modification under this STC.

(See Page 3 for additional limitations)
Tis certificale and the supporting data whick is the basid for approval shall vemadin in effoct unlil sur-
rendered, suspended, revoked, or a lesminalion dale i3 olfierwise eslablished by the Saministralor of the
Federal Hpialion Naninislralion.

Date of application:  June 19, 1995

Date of issnance. November 27, 1995

(Signature)
Acting Manager, Seattle

(Title)

Any alteration of this certificate is punishable by a fine of not exceeding $1,000, or imprisonment not exceeding 3 years, or both.
This certificate may be transferred in accordance with FAR 21.47.

FAA FORM 8110-2(10-68)




: Yinited Statess of Aumerica
Bepertment of Tremsportetion—Federad Aviation Administration

Supplemental Tupe Certificate
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Lonitations and Condiliorns continued-

Type Certificate Data Sheet No. E-274 applies to all engines modified under this STC except as noted
below:

Rating: Maximum continuous horse power and RPM at Sea Level pressure altitude and full
throttle are 160 hp and 2700 RPM respectively.

Takeoff horsepower and RPM at full throttle Sea Level pressure altitude are 160 hp and
2700 RPM respectively.

Fuel: (Minimum grade aviation gasoline) 100/100LL

Compresion

Ratio: 85:1

Weight

Change: +2.3 pounds (CG location unchanged from unmodified engine)

Spark plugs listed on T.C.D.S. E-274 that are approved for 160 H.P. (high compression) engines are
required.

-END -

Any alteration of this certificate is punishable by a fine of not exceeding $1,000, or imprisonment not exceeding 3 years, or both.

FAA FORM 8110-2-1 (10-69) This certificate may be transferred in accordance with FAR 21.47.
PAGE 3 OF 3 PAGES




